
PENDANT REMOTE MONITOR CONTROL STATION
Task Force Tips model # Y4E-CT-30-D pendant control station for Monsoon, Hurricane, Typhoon, Tsunami, and Tornado series remote control monitors shall be installed. The control station shall be tethered with a 30 foot long, four conductor cable with waterproof plug. The control includes back-lit membrane switches to control horizontal rotation, vertical elevation, nozzle stream pattern, park, oscillate, auxiliary 1 and auxiliary 2. The graphical display shall provide advanced system feedback and control. The unit shall be capable of controlling up to 10 monitors. The control station shall also include a circuit board to communicate with the Task Force Tips remote control monitor. Internally mounted switches shall be included for the ability to choose which control station shall be dominant. The control requires 12 or 24 volt DC power. The handheld control enclosure shall be weatherproof and have a protective silicone rubber casing. A storage bracket for the handheld control shall be included and shall comply with NFPA 1901 Section14.1.11.
A 30 foot long, four conductor power and communications cable connected to a panel mount receptacle with protective cap shall be supplied. 
The switch enclosure shall be weatherproof and utilize weatherproof components such as a membrane switch, silicone seal, hardware with o-rings and liquid tight electrical connections with strain relief fittings. The unit shall have a unique serial number and be covered by a five-year warranty.
Location of receptacle plug shall be:
Location of mounting bracket shall be:

